CLEVIS HANGER &

Designed for sizeable loads to be supported and for an . Mﬁ
elevation adjustment depending upon the pipe diameter. k) I’
MATERIAL: 304 Stainless Steel y
TEMPERATURE: MAX 650°F s

NOTES: All dimensions listed are typical

ORDERING: Specify pipe size

PRODUCT R MAX. LOAD
CODE SIZE ROD SIZE A c E (Ibs.)
12CH4 1/2" 3/8" 2-3/8" 2-7/8" 1/4" 670
34CH4 3/4" 3/8" 2-9/16" 3-3/16" 1/4" 670
1CH4 1" 3/8" 2-11/16" 3-3/8" 1/4" 670
114CH4 11/4" 3/8" 2-3/4" 3-3/4" 1/4" 670
112CH4 11/2" 3/8" 3-1/16" 4-1/16" 1/4" 670
2CH4 2" 3/8" 3-1/4" 4-1/2" 1/4" 670
212CH4 21/2" 1/2" 4-1/16" 5-1/2" 3/8" 1150
3CH4 3" 1/2" 4-5/16" 6-1/8" 3/8" 1150
4CH4 4" 5/8" 5-5/16" 7-5/8" 3/8" 1150
5CH4 5" 5/8" 6-1/16" 8-7/8" 1/2" 1400
6CH4 6" 3/4" 6-5/8" 10" 1/2" 2000
8CH4 8" 3/4" 8-3/8" 12-3/4" 5/8" 2000
10”CH4 10" 7/8" 11-1/4" 16-5/8" 3/4" 3650
12”CH4 12" 7/8" 12-5/16" 18-5/8" 3/4" 3800
14”CH4 14" 1" 13-5/16" | 20-5/16" 7/8" 4300
16”CH4 16" 1 14" 22-1/16" 1" 4670
18”CH4 18" 1-1/8" 15-11/16" | 24-3/4" 1-1/8" 4820

Installation Note : The dimensions shown are approximate
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